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VideoLAB

The intra-oral video laptop

Maximum Image Quality / Minimal expenditure / A sensational price!

Today, the great benefits of intra-oral image documentation in a dentist’s practice are widely recognized. So far, the only circumstances that have kept many dentists from using this technology were the immense technical expenditures, the high cost caused by this, and the great need of space. 

That’s why NeoMed developed an intra-oral video system the size of a laptop.

Small innovation, great improvements:

For NeoMed’s new VideoLab, there’s a spot in every dentist’s office. You can put it down on your treatment equipment, any tray or on our special rack systems you can easily install on any dentist’s chair. Moreover: the less technological equipment your patients get to see, the better they will feel. After all, treatment should be centered around the patient, not the equipment. And that includes images of the patient, live and intra-oral.

Simply mobile!

Why fit every room with costly equipment, if a mobile unit can fulfill the same purpose much better? With the mobile VideoLab you are ready to start the treatment anywhere and anytime. Set down the VideoLab, switch it on, and it’s ready to go! Since camera and monitor are integrated into the case, you don’t need to hook up extra equipment. It doesn’t get much easier than that! With a video transmitter you can print out freeze frames from every treatment room or send the signal to a PC for further processing. Even when the receiving unit is in a different room.

State-of-the-art Technology: Only the best will do!

VideoLab contains only high-end parts from renowned name-brand manufacturers. Therefore, NeoMed guarantees brilliant, blur-free live images as well as distortion-free freeze frames in natural colours. 

Only with this high quality you can make use of the whole repertoire of intra-oral video technology.

The case: Order and High-tech in the smallest space possible.

The portable case contains the camera electronics, the image storage unit, the light source, and the automatic roll-up system for the tube. Once you’re finished, you only have to close the lid. Done. The equipment is in order and VideoLab is ready for your next mobile use.

The keyboard: Hygienic and tailored to your practice.

VideoLab works with only a small number of keys. These have a sufficient size as well as a reliable reaction. Even with the slightest touch. Specifically designed for medical purposes, the sheeted keyboard satisfies the high hygenical standards of a dentist’s practice.

Screen compartmentalization: one full-sized image or four ¼-sized images.

It is the instant comparison of images that makes differences immediately visible. The integrated image storage unit allows you to display four images simultaneously. „Before and After“ documentations become easy with the VideoLab - through the mere touch of a button or, optionally, through speech recognition.

The LCD display: twice the brightness!

As with a laptop, the TFT display is integrated into the lid of the case. Its features will convince you even at first sight: its space-saving compact type of construction, its easy handling, as well as its classic design.

When you take a closer look, this high-end LCD display has further substantial advantages in comparison to conventional monitors: 

The Videolab display is substantially brighter and just as convincing as its flickerlessness which you cannot achieve with conventional cathod beam tubes. 

One further important point: The display of our VideoLab does not emit X-ray or magnetic radiation. Likewise, it remains untouched by outside electro-magnetic fields, i.e. from cable cars or power lines. Moreover, the image remains undistorted on the edges, since our flat display technology does not require a curved screen. 

The light source: true colours!

The cold light source, which is integrated into the case, provides colour-neutral light. The light is transmitted straight to the hand piece through light-leading fibers. The inside of the mouth is evenly and brightly lit in the required zones.

The digital camera: as handy as a dental mirror

The camera has an ergonomic form and guarantees filming without fatigue. After use, the automatic roll-up system quickly gets things in order. The „heart“ of the camera is the micro-chip in the hand piece that provides you with crisp images in high resolution.

The disinfection: once is enough!

The even surface is free of sharp edges and an uneven surface. That’s why you can disinfect VideoLab in a single step. You can even disinfect the hand piece by dipping it into a disinfective solution.

With VideoLab you need only one appliance for your entire office. The display, a 90 degree lens system hand piece, the power supply unit - everything’s included! That’s how you save space. But that’s not all: the cost of VideoLab is about 25% below that of conventional systems. Even better: you don’t have to go to great lengths for expansions, installations or extra time to get acquainted with the equipment. Operating VideoLab is simple and logical. Just switch it on, and the camera will work right away.

Compatible:

Just think of all the open possibilities you have with VideoLab: Through the output jack the VHS video signal can be transmitted to external appliances, i.e. to a video printer, a frame grabber-equipped PC, a VCR or even to a second monitor. The signal may be transmitted by cable or video transmitter.

Easy to expand - the accessories:

It’s easy to expand your VideoLab. Interchangeable lens systems, additional video jacks or video transmitters - it’s all up to you!

0 degree interchangeable lens system:
For true-to-side intra-oral images. Depth of field from 3 milimeters to infinity. First class results with a wide range of enlargements.

90 degree interchangeable lens system:
For true-to-side intra-oral images. Depth of field from 3 milimeters to infinity. Crystal clear images, vivid results with a wide range of enlargements.

0 degree extra-oral interchangeable lens system:
For mouth and facial images, overview images of the quadrants or macro images of the dental enamel.

Additional video jacks:
For input of external video signals. This accessory enables the TFT display to function as a monitor for outside video sources.

Video transmitter:
for wireless connections to video printer, PC or an additional monitor (optional).

Convincing results

Thanks to its high recording and reproduction quality, VideoLab enables you to use the whole variety of intra-oral video technology:

Recognition of details:

Exact focus on even the smallest details becomes possible: clear, distortion-free, and brilliant.

True-to-life colour reproduction:

This feature is important for a reliable diagnosis of plaque and gingavitis.

Patient motivation:

By using objective images, you improve your patients’ trust in your treatment. You improve their degree of consciousness regarding their teeth and provide an accurate image of your work as a dentist.

Improvement of communication:

Your patients will feel more involved with the treatment.

Innovative image:

With this new technology, you improve the image of your practice and put yourself ahead of your competitors.

Documentation:

From a forensic point view, intra-oral images are particularly valubale for both dentists and their patients.

The human touch:

The treatment should be centered around the patient, not the technology. VideoLab easily blends in with your equipment and fits in with every practice.

Marketing effects:

You and your patients will be enthralled. And your enthusiastic patients will recommend you to friends and familiy!

Technical data:

Dimensions: ca. 350 mm x 250 mm x 66 mm 

Case: Metal with scratch- and shatterproof powder sheeting, grey. Additional colors on request.

Operation: sheeted keyboard

Weight: ca. 4.9 kg

TV standard: PAL

Image sensor: 1/4“ CCD, 470,000 Pixel, 625 TV lines

Whiteness equalization: automatic.

Brightness adjustment: automatic.

Video output: Chinch jack, VHS signal (Composite Video)

Video input: S-VHS signal with Y/C jack, optional

Image storage unit operation jack.

Monitor: 10.4“ TFT display, 250 cd/m 2 (resolution: 480 lines)

Interchangeable lens system with special coupling (optional).

Voltage: 12 Volt (special power supply unit included).

CE, EN 60601-1

Subject to alterations without prior notice.

NeoMed Medizin Vertrieb + Logistik GmbH / Am Stollen 1 / 79261 Gutach / Germany / 
Tel: +49 7685 918880 / Fax: +49 7685 918888 / www.neomed.de







062000
VideoLAB


